<table>
<thead>
<tr>
<th>Technical Paper</th>
<th>Title</th>
<th>Authors</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>TP 3955</td>
<td>Synthesis of Nanoalumina/Graphene Oxide Hybrid for Improvement Tribological Property of Aluminum</td>
<td>H. Salehi Vaziri · A. Shokuhfar</td>
<td>1687</td>
</tr>
<tr>
<td>TP 3956</td>
<td>Microwave Processing of Banded Magnetite Quartzite Ore for Iron Recovery</td>
<td>V. Rayapudi · N. Dhawan</td>
<td>1697</td>
</tr>
<tr>
<td>TP 3957</td>
<td>Effect of Shielding Gases in Autogenous Laser Welding of PSZ Material</td>
<td>B. Shanmugarajan · P. Sathiya · G. Buvanashekaran</td>
<td>1707</td>
</tr>
<tr>
<td>TP 3958</td>
<td>Process Parameters Optimization of Friction Stir Welding of 6005A-T6 Aluminum Alloy Using Taguchi Technique</td>
<td>Z. Ma · L. Ma · W. Hu · B. Xu</td>
<td>1721</td>
</tr>
<tr>
<td>TP 3959</td>
<td>Double-Side Friction Stir Welded Cast 2297 Al–Cu–Li Alloy at Various Parameters</td>
<td>S. Duan · T. Wang · Y. Zou</td>
<td>1733</td>
</tr>
<tr>
<td>TP 3960</td>
<td>Correlation of Tensile Properties and Fracture Toughness with Microstructural Features for Al–Li 8090 Alloy Processed by Cryorolling and Post-rolled Annealing</td>
<td>S. Ganini · A. Joshi · B. Gangi · P. Rawat · R. Verma</td>
<td>1743</td>
</tr>
<tr>
<td>TP 3961</td>
<td>Effect of Self-Tempering Temperature on Precipitation of Secondary Phase in V–Ti–N High-Strength Seismic Bars</td>
<td>Z. Meng · C. Zhou · X. Liu</td>
<td>1757</td>
</tr>
<tr>
<td>TP 3962</td>
<td>Microstructural, Tribological and Mechanical Properties Evolution of ZrSiO₄/A4047 Surface Composite Fabricated through Friction Stir Processing</td>
<td>S.K. Patel · V.P. Singh · B. Kuriachen</td>
<td>1765</td>
</tr>
<tr>
<td>TP 3963</td>
<td>Texture-Microstructure Correlation in Hot-Rolled AZ31</td>
<td>H. Aghamohammadi · S.J. Hosseinipour · S.M. Rabiee · R. Jamaati</td>
<td>1775</td>
</tr>
<tr>
<td>TP 3964</td>
<td>Effect of Sm on Microstructure, Mechanical Property and Lattice Constant of As-Cast Mg–11Gd–2Y–0.6Al Alloy</td>
<td>X. Chen · Q. Li · L. Zhu · S. Wang · S. Zhang · H. Guan</td>
<td>1783</td>
</tr>
<tr>
<td>TP 3965</td>
<td>Effect of Sintering Parameters on the Microstructure and Mechanical Properties of Medical Mg–3Mn and Mg–3Zn Prepared by Powder Metallurgy</td>
<td>X. Luo · C. Fang · F. Yao · H. Zhao · S. Yan</td>
<td>1791</td>
</tr>
<tr>
<td>TP 3966</td>
<td>Effect of Hybrid Machining Techniques on Machining Performance of In-House Developed Mg-PMMC</td>
<td>N. Khanna · N.M. Suri · C. Agrawal · P. Shah · G.M. Kralczyk</td>
<td>1799</td>
</tr>
<tr>
<td>TP 3967</td>
<td>Comparison of Mechanical and Metallurgical Properties of Modified 9Cr–1Mo Steel for Conventional TIG and A-TIG Welding</td>
<td>K.H. Dhandha · V.L. Bhandkar</td>
<td>1809</td>
</tr>
<tr>
<td>TP 3968</td>
<td>Microstructure and Properties of Casting Fe–Cr–B Alloy After Quenching Treatment</td>
<td>T. Ye · C. Huang · L. Jan · G. Xingye · L. Yongping</td>
<td>1823</td>
</tr>
<tr>
<td>TP 3969</td>
<td>Spark Plasma Sintering of Graded Dissimilar Metals</td>
<td>N. Navane Kumar · G.D. Janaki Ram · S.S. Bhattacharya</td>
<td>1837</td>
</tr>
</tbody>
</table>

Transactions of The Indian Institute of Metals

A Technical Publication of The Indian Institute of Metals

Transactions of The Indian Institute of Metals

An International Journal of Minerals, Metals and Materials Engineering

Volume 72 | Issue 7 | 2019

Transactions of The Indian Institute of Metals

ISSN 0972-2815

Copyright © 2019 The Indian Institute of Metals

Transactions of The Indian Institute of Metals

Transactions of The Indian Institute of Metals

Transactions of The Indian Institute of Metals

Transactions of The Indian Institute of Metals

Transactions of The Indian Institute of Metals

Transactions of The Indian Institute of Metals

Transactions of The Indian Institute of Metals
Contents continued from back cover

TP 3970
Microstructure and Mechanical Behavior of Friction-Stir-Welded 2017A-T451 Aluminum Alloy
O. Mimouni · R. Badji · A. Kouadri-David · R. Gassaa · N. Chekroun · M. Hadji 1853

TP 3971
Effect of Preheating Temperature on the Microstructure and Corrosion Resistance of TiC–Ni Coating by CS/PHIP
C. Pan · J. Shi · J. Wei · C. Zhao · P. He · H. Wang 1869

TP 3972
Analysis of Heat Treatment Response for Cryorolled AA2219 Alloy
B. Blessto · K. Sivaprasad · V. Muthupandi · P. Senthil · M. Arumugam 1881

TP 3973
Application of Desirability Function Approach for Optimized Process Parameters of Electrical Discharge Alloying of Al 7075 with Nickel Powder
A. Haja Maideen · M. Duraiselvam · M. Varatharajulu 1901

TP 3974
Studies on Corrosion of Titanium and Air-Oxidized Titanium in Fluorinated Nitric Acid
J. Jayaraj · P.M. Ranjith · S. Ningshen · S. Ramanathan 1917

TP 3975
Comparison of Thermal Fatigue of Superni 718 SGTBCs and APSTBCs
D. Kumar 1927

TP 3976
Effect of Cooling Medium on Microstructure, Impact and Hardness Properties of AI–155n Alloy
J. Bhat · Satyanarayanan 1941

TP 3977
Wear Behavior of Hot Forged NiTi Parts Produced by PM Technique
S. Aksöz 1949

Further articles can be found at link.springer.com


Instructions for Authors for Trans Indian Inst Met are available at www.springer.com/12666